
Z9C4201903NA

Ex9C115/150/185/225/265/300/400/500/630/800/1000(G)

Ex9CR115/150/185/225/265/300/400/500(G)

 15Lb.in
[1.7N·m]

AWG [ mm2] AWG [ mm2] AWG [ mm2] AWG [ mm2] AWG [ mm2] AWG [ mm2]

18~12 [1~2.5]

0.43''
 [11mm]

0.43''
 [11mm]

0.394''
 [10mm]

Suggest Size
of Bus Bar

L1,L2,L3
T1,T2,T3

Ex9C 225(G) Ex9C400/500(G)

159Lb.in
18 N·m

M8
5/16''

17mm/0.67''

0.12''
3mm

310Lb.in

M10
3/8''

25mm/0.98''

0.24''
6mm

35 N·m

(2×) 250MCM—600MCM

Ex9C 630G

Terminal
Lugs

LTC25NB

LTC25NC (3×) 4/0AWG—500MCM

(3×) 3/0AWG—600MCMLTC26NC

LTC26ND (4×) 3/0AWG—500MCM

L1,L2,L3
T1,T2,T3

Ex9C1000G

2''×0.25''×2
60mm×5mm×2

M12
1/2''

40mm/1.58''

0.24''
6mm

398Lb.in
45 N·m

M10
3/8''

398Lb.in
45 N·m

0.32''
8mm

50mm/1.97'' Ex9C800G
60mm/2.36''  Ex9C1000G 

The distance between the open
position and the closed positiond

Ex9C 115/150/185G   11mm ± 0.5mm
                                           0.433'' ± 0.020''
Ex9C 225/265/300G   11.7mm ± 0.5mm
                                           0.461'' ± 0.020''
Ex9C 400/500G          15.3mm ± 0.5mm
                                           0.602'' ± 0.020''
Ex9C 630/800/1000G  17mm ± 0.5mm
                                           0.669'' ± 0.020''

Ex9C(R)115/150/185/225/265/300/400/500(G) must be installed
in an enclosure sized 355mm x 355mm x 360mm at a minimum.

Ex9C630/800/1000(G) must be installed in an enclosure sized
750mm x 460mm x 400mm at a minimum.

Suggest Size
of Bus Bar

Ex9C 265(G) Ex9C300(G)

2''×0.25''×2
50mm×5mm×2

1.25''×0.25''×2
40mm×5mm×2

1''×0.25''×2
30mm×5mm×2

0.75''×0.25''×2
25mm×5mm×2

0.75''×0.25''×2
20mm×5mm×2

1''×0.125''×2
25mm×3mm×2

0.75''×0.125''×1
20mm×3mm×1

0.625''×0.125''×2
15mm×3mm×2

0.75''×0.125''×2
20mm×3mm×2

Ex9C 115(G) Ex9C 150(G) Ex9C185(G)

Ex9C800G

398Lb.in
45 N·m

310Lb.in
35 N·m



Coil

AXC AXC
AXC

Auxiliary contact (top mounting)

Time delay

AX42

Auxiliary contact (side mounting)AX44

Ex9C115/150/185/225/265/300/400/500/630/800/1000
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Ex9C630G Ex9C800/1000G

L1

Model
Code Ex9C400/500(G)Ex9C115/150/185(G) Ex9C225/265/300(G)

4.75'', 120mm 5.71'', 145mm 6.30'', 160mm 9.06'', 230mm 9.06'', 230mm

6.81'', 173mm 8.35'', 212mm 8.58'', 218mm 10.71'', 272mm 10.71'', 272mm

6.26'', 159mm 7.60'', 193mm 8.31'', 211mm 11.73'', 298mm 12.68'', 322mm

6.85'', 174mm 8.15'', 207mm 9.02'', 229mm 10.43'', 265mm 10.43'', 265mm

4.25'', 108mm 5.28'', 134mm 5.95'', 151mm 6.58'', 167mm 6.65'', 169mm

3.94'', 100mm 4.73'', 120mm 5.12'', 130mm 7.87'', 200mm 7.87'', 200mm

5.12'', 130mm 7.09'', 180mm 7.09'', 180mm 8.74'', 222mm 8.74'', 222mm

0.28'', 7mm 0.35'', 9mm 0.35'', 9mm 0.46'', 11.6mm 0.46'', 11.6mm

W

Model
Code Ex9CR400/500(G)Ex9CR115/150/185(G) Ex9CR225/265/300(G)

9.80'', 249mm 11.77'', 299mm 12.95'', 329mm

7.44'', 189mm 9.41'', 239mm 10.59'', 269mm

9.06'', 230mm 10.47'', 266mm 10.55'', 268mm

8.43'', 214mm 9.84'', 250mm 9.96'', 253mm

7.64'', 194mm 8.86'', 225mm 9.69'', 246mm

A
B
C
D

E

2 buit-in Auxiliary contact (side mounting)


